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§23.35

with the terms of the construction per-
mit, the technical provisions of the ap-
plication therefor and the other appli-
cable provisions of this part and prior
to filing of application for license, the
permittee is authorized to test the
equipment for a period not to exceed 10
days: Provided, That:

(1) The engineer in charge of the dis-
trict in which the station is located is
notified 2 days in advance of the begin-
ning of tests.

(2) The Commission may notify the
permittee to conduct no tests or may
cancel, suspend, or change the date of
beginning for the period of such tests
as and when such action may appear to
be in the public interest, convenience,
and necessity.

(b) When construction and equipment
tests are completed in exact accord-
ance with the terms of the construc-
tion permit, the technical provisions of
the application therefor, and the other
applicable provisions of this part, and
after an application for station license
has been filed with the Commission
showing the transmitter to be in satis-
factory operating condition, the per-
mittee is authorized to conduct service
tests in exact accordance with the
terms of the construction permit for a
period not to exceed 30 days: Provided,
That:

(1) The engineer in charge of the dis-
trict in which the station is located is
notified 2 days in advance of the begin-
ning of the tests.

(2) The Commission reserves the
right to cancel such tests or suspend,
or change the date of beginning for the
period of such tests as and when such
action may appear to be in the public
interest, convenience, and necessity by
notifying the permittee.

(3) Service tests will not be author-
ized after the expiration date of the
construction permit.

(c) The authorization for tests em-
bodied in paragraphs (a) and (b) of this
section shall not be construed as con-
stituting a license to operate but as a
necessary part of the construction.

§23.35 Compliance with tariff require-
ments.
No licensee authorized to perform
common carrier service by means of
radio communication shall engage in
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such service without compliance with
all statutory provisions and regula-
tions of the Commission relative to the
filing of tariffs; and nothing contained
in this part shall be deemed as a waiver
or modification of any such statutory
provision or regulation.

§23.36 Posting of license.

The license of a station shall be post-
ed in a conspicuous place in the main
transmitter building of the station or
kept in such building where it is read-
ily available for inspection purposes.

§23.37 Station identification.

(a) General. Every radiotelegraph or
radiotelephone station in the Inter-
national Fixed Public or Fixed Public
Press Service shall transmit, as pro-
vided below, the identifying call sign
or other approved identification signal
on each of its assigned frequencies
below 30 MHz on which energy is being
radiated.

(b) When required. (1) The call sign as-
signed to each frequency shall be trans-
mitted on that frequency at the begin-
ning and end of each period of use of
the frequency.

(2) During regular operation on any
freuency, the call sign or other ap-
proved identification signal shall be
transmitted at least at hourly inter-
vals within the period from 10 minutes
before to 10 minutes after each hour. If
identification during this period would
require an interruption in the trans-
mission of a radio-photo, a telephone
conversation, an addressed program or
a multiple addressed press message, or
a break in the continuity of a ‘“‘con-
ference” or ‘‘leased line’’ type of serv-
ice, the identifying signal shall be
transmitted at the first break in, at
the conclusion of, or simultaneously
with, the particular transmission as
described below.

(c) Methods of transmission. (1) All
identifying signals shall be transmitted
in such a manner as to permit identi-
fication without special equipment
other than communication type receiv-
ers, except as provided in paragraph (e)
of this section. When emissions are
being used which are not capable of
identification without special equip-
ment, the identifying signal shall be

226



		Superintendent of Documents
	2015-01-21T13:51:24-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




